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s assembly of the keel.
rs carefully. Do not adhesive




19 nolu parcalari isaretlenmis

bdlimlere yapistiriniz

Glue the parts No:19 to the place that
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' PIRAT 6 nolu sekilde montaji yapilan 16-17-18

nolu postalarin, salma haznesinin alt
kismindaki posta baglanti yerlerini kesiniz.
Cut the middle of the frames of 16-17-18

these block the balance release through the
channel. ,

26

Salma haznesi
Balance release
channel

27 nolu kaplama ¢itasi ile ana glvertenin
yan kisimlarini sekilde gériinen sinira kadar 30 nolu tiriz gitasinin disa bakan kismini
kaplayiniz. , , yanda goriilen sekildeki gibi zimpara ile
Plank the sides of the mainboard to the border as shown  yyvarlatiniz.

on the image 16. Make round shape outer of the lath No:30 by
a piece of sandpaper as shown on the image.

27 nolu kaplama ¢itasini guivertenin 6

arka boéliumune ortalayarak yapistiriniz.

Glue the plank stick No:27 on the mainboard by
centering between the tip and the back of the
mainboard.

29
x 30 nolu tiriz ¢itasini yapistirma isleminden
sonra, ug kismini maket bicagi ile yukaridaki
Guverte kaplamasini Pafta A’y kilavuz alarak yapiniz. 28 sekilde gortnduga gibi aliniz.
27

27 nolu kaplama citalarinin arasina 28 nolu kaplama Make shape the tips of the laths No:30 by model
citasini dik olarak yerlestirip yapistiriniz. knife as shown on the image above.

Cover the boards by taking guidance Plan A. Place the
plank stick No:28 perpendicular between the other plank

sticks No:27
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Glue the parts in this section by
taking guidance Plan A.

31

Glue the parts No:31 by taking
guidance plan A.

31 nolu pargalari pafta Ay kilavuz
K yapistiriniz.

alara

rindeki delikten gegiriniz,
1z. (Sekil 27)

Put No:42 through the hole on the board

42 nolu pargayi guverte Gze

ok ile gdsterilen yere yapistirin

which is shown by

and glue to the place

the arro

w.




— PIRAT 7

53 nolu parganin u¢ kismina 54 nolu
@ parcanin girebilece@i kadar kanal

acINIZ- 4 1ake a groove at the tip of No:53 that

the part No:54 fits in.

Kancanin birlesim yerinden
acarak makaranin deliginden
geciriniz, kancanin ug¢ kismini
tekrar birlestiriniz.

Pass the hook through the hole of
the tackle by loosening tip of the
hook, then, close the tip back.

Zimpara ile késeleri
45 aliniz
Sandpaper the corners.

46

Ip donanimini yaparken
58 sekillerdeki oklarin

gosterdigi yéne dikkat
ediniz.
Care about the arrows on the
image while making the rope
Fasten the fork No:50 to the main post by 61 equipment.
threading the beads No:52.
52 nolu boncuklara ip gecirerek 50 nolu
catall ana direge bu ip ile baglayarak 62

sabitleyiniz. A
~ B
=

/

49 nolu parganin ug kismina

50 nolu parganin girebilecegi

kadar kanal aginiz.
Make a groove at the tip of No:49

that the fork No:50 fits in. 51

52

59 nolu dimen pargasinin
kenarlarini zimpara ile sekildeki <\
gibi keskinlestiriniz.

Make thinner the edges of the rudder
\_ No:59 as shown on the image.
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Ip donanimini yaparken
sekillerdeki oklarin gosterdigi
yéne dikkat ediniz. 44

Care about the arrows on the images
while making the rope equipment. W

Deliniz.
Make a hole.

Ip donanimini yaparken
sekillerdeki oklarin gosterdigi
yéne dikkat ediniz.

Care about the arrows on the images while
making the rope equipment.

67 67 nolu yelkeni direklerdeki
\ """"" *|| kanala yerlestiriniz.
; Place the sail No:67 into the

groove in the post.

Deliniz.
Make a hole.

60
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36

61
/

35

65 nolu salma pargasinin
takilma sekli icin sekil 36’ ya
bakiniz.
See image 36 to tack the
balance release No:65.

—_ Metal levhadan

kesiniz

Cut from the metal
76 sheet.

67

—

50

51

69

°,
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38
37
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